
 
Description 

Starview’s SP & SP/IR Series skin packaging machines are designed for low to medium volume 
applications.  SP machines incorporate a stationary heating system with instant on/off heaters. SP/IR 
models incorporate an automatic retractable radiant heater panel system, controlled by percentage 
controllers for precise heat distribution. All SP & SP/IR skin packaging machines have PLC timer control 
for precision repeatability and an accurate turbine regulator.  An in-feed table, out-feed table and impulse 
type hot wire cut-off are all standard. A multi-stage vacuum system for complex parts is included as a 
part of the HMI. 
 
 
Starview’s SP & SP/IR Series skin packaging machines can be equipped with an optional film 
temperature sensor that over rides the PLC heat timer for consistent film heating.  The SP/IR series may 
be ordered with a blister forming option to produce low profile blisters from roll stock. 
 
 
 

The photo to the left is an embedded 
video with audio.  To play, move your 
cursor over the photo and left click.   
 
Right click the video anytime it is playing 
to bring up a menu including pause, play, 
stop, etc. 
 
If you are playing this video from our 
website you will have to allow sufficient 
time for the complete file to download. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SPECIFICATIONS-SP Series Machines 

Model SP-1824 SP-2430 SP-2436 SP-2448 
Max card size: 18” x 24” 24” x 30” 24” x 36” 24” x 48” 
Max product ht: 10” 10” 10” 10” 
Heating system: Quartz impulse Quartz impulse Quartz impulse Quartz impulse 
Avg. cycle speed: 15-60 seconds 15-60 seconds 15-60 seconds 15-60 seconds 
Approximate size: 80W x 35D x 63”H 101W x 38D x 63”H 116W x 38D x 63”H 153W x 38D x 63”H 
Approximate wt: 450 LB. 500 LB. 550 LB. 650 LB. 

Model SP-3036 SP-3048 SP-3648 
Max card size: 30” x 36” 30” x 48” 36” x 48” 
Max product ht: 10” 10” 10” 
Heating system: Quartz impulse Quartz impulse Quartz impulse 
Avg. cycle speed: 15-60 seconds 15-60 seconds 15-60 seconds 
Approximate size: 116W x44D x 63”H 153W x 44D x 63”H 153W x 50D x 63”H 
Approximate wt: 600 LB. 650 LB. 700 LB. 

 



 

SPECIFICATIONS-SP/IR Series Machines 

Model SP/IR-1824 SP/IR-2430 SP/IR-2436 SP/IR-2448 
Max card size: 18 x 24” 24” x 30” 24” x36” 24” x48” 
Max product ht: 10” 10” 10” 10” 
Heating system: Radiant panel Radiant panel Radiant panel Radiant panel 
Avg. cycle speed: 15-45 seconds 15-45 seconds 15-45 seconds 15-45 seconds 
Approximate size: 80W x61D x 69”H 101W x 71D x 69”H 116W x 71D x 69”H 153W x 71D x 69”H 
Approximate wt: 550 LB. 600 LB. 650 LB. 800 LB. 

Model SP/IR-3036 SP/IR-3048 SP/IR-3648 
Max card size: 30” x 36” 30” x 48” 36” x 48” 
Max product ht: 10” 10” 10” 
Heating system: Radiant panel Radiant panel Radiant panel 
Avg. cycle speed: 15-45 seconds 15-45 seconds 15-45 seconds 
Approximate size: 116W x 88D x 69”H 153W x 88D x 69”H 153W x 100D x 69”H 
Approximate wt: 700 LB. 750 LB. 850 LB. 

 

Specifications and model availability are subject to change without notice. 
 
 
Please request specific model quotations for complete pricing, specifications and 
options from your local distributor.  Feel free to contact Starview to obtain the contact 
information for the authorized distributor in your area. 
 

 
Starview Packaging Machinery, Inc.   Toll Free:  888-278-5555 
9325 TransCanada Highway    Tel:  514-920-0100 
St. Laurent, Quebec H4S 1V3    Fax:   514-920-0092 
www.starview.net      Email:  sales@starview.net 

 

 

Manufacturers of a full line of Blister Packaging Machines, Clamshell 
Sealing Machines, Skin Packaging Machines, Food Packaging Machines, 
Vacuum and Pressure Formers, Die Cutting Machines and related tooling. 
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